
SnowDogg® Snowplow Headlight Adapter

INSTALLATION INSTRUCTIONS
16071400

INDEPENDENT PLOW LIGHT CONTROL HARNESS

INSTRUCTIONS
1. Install the provided relay harness IN PLACE of the 16160102 and 16160104 Relay and Grill Harnesses.  
    They will NOT be used.
2. Connect the wired on the 16160412 pigtail adapter as shown below.
    NOTE: The ORANGE wire can be connected to the red/white ignition switched power from the 16160300 control harness.
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TRUCK CONNECTIONS FOR 16160412 PIGTAIL HARNESS

WIRE FUNCTION CONNECTION
A – RED/WHT POWER FUSED BATTERY
B – GRAY GROUND GROUND
C – YELLOW – LOW BEAM GROUND
D – ORANGE ENABLE 2A IGNITION SWITCHED POWER
E – PURPLE/BLK TURN 1 VEHICLE TURN SIGNAL - DS
F – GREEN HIGH BEAM TO OPTIONAL SWITCH TO GROUND
G– BROWN PARK GROUND
H – PURPLE/WHT TURN 2 VEHICLE TURN SIGNAL – PS

This harness is only suitable for trucks that allow the operator to turn off the headlights while the plow 
lights are being used.  Operating both the plow and truck headlights at the same time may represent a 
hazard to other drivers.

For trucks where the low beams or DRL’s cannot be disabled – a separate adapter may be required to 
disable the headlights when the plow is connected.

With the below configuration, the plow marker lights and low beams will be on when the truck is on. The 
high beams require a separately installed switch to operate.  If a switch is not installed, the plow high 
beams will not work.


