
16073110INST Rev A

SnowDogg™ Snowplow Headlight Adapter
INSTALLATION INSTRUCTIONS

16073110
H13 - Splice-In Adapter Kit

NOTE: 16071100 Headlight Adapter Kit required
NOTE: The butt splice connectors included are premium connectors with integral heat shrink tubing. Use 
a heat gun or torch to properly seal all splices. The colors refer to the 16073110 harness. Refer to vehicle 
service manuals for information on vehicle harness wire colors.

INSTRUCTIONS
1. Locate the vehicle headlight harness on the truck driver side.
2. Identify and cut the LOW and HIGH beam wires going to the headlamp assembly at least 8"-12" behind 
the headlamp.
3. Find and cut a GROUND/COMMON wire going to headlamp assembly. Only one is required.
4. Splice the 16073110 H13 adapter kit into the harness as shown in Fig. 1
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5. When complete – verify all truck lights work properly.
6. Repeat steps 1-5 on the truck passenger side.
7. Install a 16071100 headlight adapter per the included instructions
8. Check all light functionality before operating the plow.

16073110 SPLICE-IN H13 ADAPTER

YELLOW/WHITE TO
HEADLIGHT LOW

YELLOW/BLACK TO
TRUCK HARNESS LOW

GREEN/BLACK TO
TRUCK HARNESS HIGH

BLACK TO TRUCK
HARNESS GROUND

GREEN/WHITE TO
HEADLIGHT HIGH

BLACK TO
HEADLIGHT GROUNDFig. 1

This adapter kit may be used with switched ground vehicles.  The BROWN wire for the PARK 
circuit on the 16071100 must be connected to GROUND, rather than a park light circuit and the 
relay harness must be configured as shown in the owner’s manual for switched ground installation.


