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Installation Instructions

2.	 Remove the deflector clamp strips from the top of the plow and cut the inside ends per the dimensions in the chart of 
Figure 2.  Paint the cut ends of the clamp strip to prevent rusting.  Note: The long dimension will be on top of the plow.

16120180 Deflector Kit, VXF, w/ Center Cover

LENGTH_1
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LENGTH_1

LENGTH_2

PLOW MODEL LENGTH_1 LENGTH_2
VXF85 53.5" 49.5"
VXF95 59.5" 55.5"

Figure 1

LENGTH_2

LENGTH_1

PLOW MODEL LENGTH_1 LENGTH_2
VXF85 44.25" 43.75"
VXF95 50.25" 49.75"

Figure 2

1.	 Determine the plow model and cut the rubber deflector (item 1) per the dimensions in the chart of Figure 1 making 
a driver’s side and passenger’s side deflector.
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3.	 Place the deflector clamp strips on top of the rubber 
deflectors aligning the top and outside edges as 
shown in Figure 3.  Mark the locations of the five holes 
and drill 13/32” holes in the rubber deflector.

4.	 Assemble the rubber deflectors and clamp strips 
to the top of the plow.  Note:  The long edge of the 
deflector will go towards the bottom while the long 
edge of the clamp strip will go towards the top.

5.	 Remove the hinge cover from the plow and modify it 
per Figure 4. Paint the exposed steel edges to prevent 
rusting.

6.	 Assemble the hinge cover to the top of the a-frame 
leaving the fasteners loose.

Note: The plow must be in the V position  
for the next steps.

7.	 Place the center deflector (item 2) over the gap in 
the center of the plow with the 16” dimension in the 
front.  The front edge of the center deflector should 
be aligned with the ends of the side deflectors and it 
should overlap each side deflector by 3”. See Figure 5.

ALIGN THESE EDGES

MARK THE 5 HOLE LOCATIONS AND
DRILL 13/32" HOLES IN DEFLECTORFigure 3
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1. ALIGN BOTTOM EDGE OF CENTER DEFLECTOR
   WITH THE ENDS OF SIDE DEFLCETORS

3. TRIM CORNERS
   2 PLACES

2. CLAMP, DRILL AND BOLT
   DEFLECTORS TOGETHER
   2 PLACES, EACH SIDE

NOTE: PLOW IN VEE POSITION

Figure 5

8.	 Clamp the deflector in place and drill two 9/32” holes 
on each side 1-1/2” from the edge.  Fasten each 
connection point with a ¼” screw, two fender washers 
and lock nut as shown in Figure 5.

9.	 Trim the front corners of the center deflector flush with 
the outer deflectors.

10.	Fold the center deflector over the hinge cover and 
trace the profile of the hinge cover on the underside of 
the center deflector.  See figure 6.

2. FOLD THE CENTER DEFELCTOR 
   OVER THE HINGE COVER

3. TRACE THE PROFILE OF THE HINGE COVER
   ON THE BOTTOM OF THE DEFLECTOR

1. ASSEMBLE HINGE COVER TO A-FRAME
   DO NOT TIGHTEN FASTENERS

Figure 6
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1.13

DRILL 13/32" HOLE

TRIM EXECESS RUBBER

TRACE LINE

Figure 7

11.	Drill a 13/32” hole 1-1/8” down from the center of the 
trace line as shown in Figure 7 and trim the excess 
rubber as desired.

1. ASSEMBLE 
HINGE COVER TO THE 
CENTER DEFLECTOR 

2. ASSEMBLE
THE HINGE COVER
TO THE A-FRAME

Figure 8

12.	Remove the hinge cover and bolt it to the center 
deflector with the 3/8” screw, fender washer, and lock 
nut as shown in Figure 8.  Note:  Use a standard depth 
socket and a socket extension to start the nut by hand 
then tighten with a deep-well socket.

13.	Assemble the hinge cover to the a-frame with the 
original hardware.
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WARRANTY
Buyers Products Co. warrants all truck/trailer hardware manufactured or distributed by it, to be free from defects in material and 
workmanship for a period of one year from date of shipment. Parts must be properly installed and used under normal conditions. 
Any product which has been altered, including modification, misuse, accident or lack of maintenance will not be considered under  
warranty. Normal wear is excluded. The sole responsibility of Buyers Products Co. under this warranty is limited to repairing or replacing any part or 
parts which are returned, prepaid, and are found to be defective by Buyers Products Co. Authorization from Buyers Products Co. must be obtained 
before returning any part. No charges for transportation or labor performed on Buyers’ products will be allowed under this warranty.

Bill of Materials
	

ITEM PART NO. QTY. DESCRIPTION

1 3026569 1 SNOW DEFLECTOR, 10FT X 10"

2 3026570 1 SNOW DEFLECTOR, 16" X 22"

3 3029350 1 HARDWARE BAG, VXF DEFLECTOR KIT

4 FCS025020125 4 SCREW, CAP, 1/4-20 X 1-1/4, ZN

5 3008221 8 WASHER,F ENDER, 1/4", ZN

6 FNE025020031 4 NUT, LOC, 1/4-20, ZN

7 FCS038016125 1 SCREW, CAP, 3/8-16 X 1.2, ZN
8 3003554 1 WASHER, FENDER, 3/8,  ZN
9 FNE038016044 1 NUT, LOCK 3/8-16, ZN
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